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PRO - Paint Remover 

 
 

 
Paint Remover is a heavy-duty viscous Coating Remover. It’s based on methylene chloride with some 
other solvents and surfactants to improve penetration of stripper which enable the painter to remove all 
types of coating like high bake Polyesters, Acrylics, Epoxy, 2K Paint system and Cellulose based system.
Paint Remover is non-flammable and quick acting product without affecting the bared surfaces.

  
 

 
 

 

It is strongly recommended to use appropriate personal protection equipment during application to avoid 
respiratory, skin and eye irritation.  

 

 Wipe the scraped surface with water to remove any excess remover.
 Allow the surface to dry.  

 

 
  Leave for approximately 10 -15 minutes until paint or coating has softened.   

 
  

Remove Paint with metal scraper, Steel wool can be used in difficult areas.  

 
         
                                           

 
 

  
  
 
 
 
 
 
 
 
 

Description:  
 

Product preparation - Application 

 

 

               

Shelf life: 6 Months in good storing conditions (25°C, 60% humidity). Applying outside this range may impact finish. 
 

 • 
• 
• 
• •
 

 
 

Remarks 

  

 

 
Spread a heavy layer evenly over the surface.
N.B: Scratching or sanding the finish will often speed up the stripping action.  
 
Repeat the application if necessary.

 
 
Keep lid closed between applications.

 

  

Be careful when opening the can. 
Don’t inhale, breath or touch to skin or eyes.     
Ensure there is maximum ventilation during application.  
Wear safety glasses and gloves.  Keep out of reach of children.

Consult Safety Data Sheet prior to use. Observe the precautionary notices displayed on the container.

All other products referred to in the refinish build up are from our product range.

The intellectual property in this Information, including patents, trademarks and copyrights, is protected. All rights reserved. The relevant Material Safety Data 
Sheet and Warnings displayed on the product label need to be observed. We may modify and/ or discontinue operation of all or portions of this Information at 
any time in our sole discretion, without notice and assume no responsibility to update the Information. All rules set forth in this clause shall apply accordingly 
for any future changes and amendments.


